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MIL-STD-810F

FTA-550L

VOR Navigatith

Supplied accessories:

+Li-lon Battery Pack «Charger Cradle -AC Charger
«Cigarette Lighter DC/DC Converter Antenna Belt Clip
-Headset Adapter Cable -Alkaline Battery Tray -USB Cable

MIL-STD-810F
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FTA-450L

Supplied accessories:

«Li-lon Battery Pack «Charger Cradle -AC Charger
«(igarette Lighter DC/DC Converter -Antenna
«Belt Clip -Headset Adapter Cable

+Alkaline Battery Tray «USB Cable

mable (Included USB Cable)
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can be clearly viewed on for localizer

the CDI display. The
superior visibility aids in the
landing approach during
bad weather conditions.
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When the FTA-550 receives a
VOR signal, the display will
automatically switch to the
NAV band screen and show
the CDI based on the
received signal.

Course deviation
needle

MSeErE  Ultra Gompact and
Rugged Construction

0.7W Loud Audio and Noise-Canceling
Feature built into a Compact case

Features
« 5 Watts TX Output Power
(Air Band: AM 5W, P.E.P. 1.5W carrier)
» Compact Design, Measuring
2.1" x H4.1"x D1.2" (52 X105 X 30mm)
« Rugged Construction:
Certified to MIL-STD-810F
« Loud Audio (0.7W)
« Noise-canceling function for both
transmit and receive audio
« 8.33kHz Narrow Band compatible
« 250 Men

FTA-250L

Supplied accessories:

«Li-lon Battery Pack «Charger Cradle -AC Adapter
«Cigarette Lighter DC/DC Converter -Antenna
«Belt Clip -Headset Adapter Cable









